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D.CO168HG.11.yTN – Extended Datasheet 
800G QSFP-DD Multirate High-power Coherent Tunable DWDM with FEC ZR/ZR+ with dual CDR  
480 km, C-Band, Tx 1dBm, LC-Duplex, Singlemode 

 
Link to product page: D.CO168HG.11.yTN  
 

Product Description 

800G ZR+ QSFP-DD Transceiver is a high performance, high output power, cost effective pluggable DCO 
module compatible with various switches and routers for optical data communication applications.  
 

The 800G ZR+ QSFP-DD module supports 800G Metro IP over DWDM applications without inline 
chromatic dispersion compensation. A C-Band tunable coherent optical module combines 5nm coherent 
DSP ASIC functionality with ultra-narrow line-width tunable lasers, high speed modulators and high 
responsivity coherent receivers to deliver high performance at 800ZR+ PCS DP-16QAM modulation 
format.  
 

With EDFA and VOA inside the TX optical path the output optical power is up to +1dBm and supports 
configurable output power. 
 
 
 

 
 

https://www.flexoptix.net/de/d-co168hg-11-ytn.html
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  Table 1 – General Parameter 
 

CMIS 
Version 

Application 
Code 

Host Interface 
Baud  
Rate [GBd] 

Modulation Bandwidth FEC  
Media Lane 
Reach 

Power 
Consumption 

5.3 AppCode 1 1x800GAUI-8 118.2 800ZR-OFEC-16QAM 800GbE oFEC 120 km 
29.5 W (max) 
26 W (typ) 

5.3 AppCode 2 2x400GAUI-4 118.2 800ZR-OFEC-16QAM 2x400GbE oFEC 120 km 
29.5 W (max) 
26 W (typ) 

5.3 AppCode 3 4x200GAUI-2 118.2 800ZR-OFEC-16QAM 4x200GbE oFEC 120 km 
29.5 W (max) 
26 W (typ) 

5.3 AppCode 4 8x100GAUI-1 118.2 800ZR-OFEC-16QAM 8x100GbE oFEC 120 km 
29.5 W (max) 
26 W (typ) 

5.3 AppCode 5 1x800GAUI-8 123.8 
800ZRP-OFEC-16QAM-
PCS 

800GbE SD-FEC 320 km 
33 W (max) 
29 W (typ) 

5.3 AppCode 6 2x400GAUI-4 123.8 
800ZRP-OFEC-16QAM-
PCS 

2x400GbE SD-FEC 320 km 
33 W (max) 
29 W (typ) 

5.3 AppCode 7 4x200GAUI-2 123.8 
800ZRP-OFEC-16QAM-
PCS 

4x200GbE SD-FEC 320 km 
33 W (max) 
29 W (typ) 

5.3 AppCode 8 8x100GAUI-1 123.8 
800ZRP-OFEC-16QAM-
PCS 

8x100GbE SD-FEC 320 km 
33 W (max) 
29 W (typ) 

5.3 AppCode 9 1x800GAUI-8 118.2 800ZRP-OFEC-16QAM 800GbE oFEC 480 km 
30.5 W (max) 
27 W (typ) 

5.3 AppCode 10 2x400GAUI-4 118.2 800ZRP-OFEC-16QAM 2x400GbE oFEC 480 km 
30.5 W (max) 
27 W (typ) 

5.3 AppCode 11 4x200GAUI-2 118.2 800ZRP-OFEC-16QAM 4x200GbE oFEC 480 km 
30.5 W (max) 
27 W (typ) 

5.3 AppCode 12 8x100GAUI-1 118.2 800ZRP-OFEC-16QAM 8x100GbE oFEC 480 km 
30.5 W (max) 
27 W (typ) 
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  Table 2 – Optical Parameter 
 

Application 
Code 

Frequency Range 
DWDM Grid 

Grid 
Spacing 

Flexible DWDM 
Grid 

Tx Power 
(adjustable) 

Rx Overload Rx Input range 

AppCode 1 191.375 THz-196.025 THz 150 GHz 3.125 GHz -10 dBm to +1 dBm +13 dBm -9 dBm to 0 dBm 

AppCode 2 191.375 THz-196.025 THz 150 GHz 3.125 GHz -10 dBm to +1 dBm +13 dBm -9 dBm to 0 dBm 

AppCode 3 191.375 THz-196.025 THz 150 GHz 3.125 GHz -10 dBm to +1 dBm +13 dBm -9 dBm to 0 dBm 

AppCode 4 191.375 THz-196.025 THz 150 GHz 3.125 GHz -10 dBm to +1 dBm +13 dBm -9 dBm to 0 dBm 

AppCode 5 191.375 THz-196.025 THz 150 GHz 3.125 GHz -10 dBm to +1 dBm +13 dBm -9 dBm to 0 dBm 

AppCode 6 191.375 THz-196.025 THz 150 GHz 3.125 GHz -10 dBm to +1 dBm +13 dBm -9 dBm to 0 dBm 

AppCode 7 191.375 THz-196.025 THz 150 GHz 3.125 GHz -10 dBm to +1 dBm +13 dBm -9 dBm to 0 dBm 

AppCode 8 191.375 THz-196.025 THz 150 GHz 3.125 GHz -10 dBm to +1 dBm +13 dBm -9 dBm to 0 dBm 

AppCode 9 191.375 THz-196.025 THz 150 GHz 3.125 GHz -10 dBm to +1 dBm +13 dBm -9 dBm to 0 dBm 

AppCode 10 191.375 THz-196.025 THz 150 GHz 3.125 GHz -10 dBm to +1 dBm +13 dBm -9 dBm to 0 dBm 

AppCode 11 191.375 THz-196.025 THz 150 GHz 3.125 GHz -10 dBm to +1 dBm +13 dBm -9 dBm to 0 dBm 

AppCode 12 191.375 THz-196.025 THz 150 GHz 3.125 GHz -10 dBm to +1 dBm +13 dBm -9 dBm to 0 dBm 
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  Table 3 – Coherent Parameter 
 

Application 
Code 

Coherent 
Standard 

Rx OSNR 
Tolerance 

Rx Sensitivity 
@ OSNR 

CD Tolerance max 
@0.5 dB OSNR 
Penalty 

DGD max  
(PMD tolerance) 

Pre-FEC BER 
Limit 

Post-FEC 
Limit 

AppCode 1 
800G ZR 
DWDM 

>27 dB/0.1 nm 
-19 dBm 
OSNR >35 dB 

±2,400 ps/nm 10 ps 1.6E-2 – 1.9E-2 N/A 

AppCode 2 
800G ZR 
DWDM 

>27 dB/0.1 nm 
-19 dBm 
OSNR >35 dB 

±2,400 ps/nm 10 ps 1.6E-2 – 1.9E-2 N/A 

AppCode 3 
800G ZR 
DWDM 

>27 dB/0.1 nm 
-19 dBm 
OSNR >35 dB 

±2,400 ps/nm 10 ps 1.6E-2 – 1.9E-2 N/A 

AppCode 4 
800G ZR 
DWDM 

>27 dB/0.1 nm 
-19 dBm 
OSNR >35 dB 

±2,400 ps/nm 10 ps 1.6E-2 – 1.9E-2 N/A 

AppCode 5 
800ZR+ PCS 
DWDM 

>25.5 dB/0.1 nm 
-20 dBm 
OSNR >35 dB 

±17,000 ps/nm 20 ps 2.0E-2 – 2.3E-2 N/A 

AppCode 6 
800G ZR+ 
PCS DWDM 

>25.5 dB/0.1 nm 
-20 dBm 
OSNR >35 dB 

±17,000 ps/nm 20 ps 2.0E-2 – 2.3E-2 N/A 

AppCode 7 
800G ZR+ 
PCS DWDM 

>25.5 dB/0.1 nm 
-20 dBm 
OSNR >35 dB 

±17,000 ps/nm 20 ps 2.0E-2 – 2.3E-2 N/A 

AppCode 8 
800G ZR+ 
PCS DWDM 

>25.5 dB/0.1 nm 
-20 dBm 
OSNR >35 dB 

±17,000 ps/nm 20 ps 2.0E-2 – 2.3E-2 N/A 

AppCode 9 
800G ZR+ 
DWDM 

>27 dB/0.1 nm 
-19 dBm 
OSNR >35 dB 

±10,000 ps/nm 20 ps 1.6E-2 – 1.9E-2 N/A 

AppCode 10 
800G ZR+ 
DWDM 

>27 dB/0.1 nm 
-19 dBm 
OSNR >35 dB 

±10,000 ps/nm 20 ps 1.6E-2 – 1.9E-2 N/A 

AppCode 11 
800G ZR+ 
DWDM 

>27 dB/0.1 nm 
-19 dBm 
OSNR >35 dB 

±10,000 ps/nm 20 ps 1.6E-2 – 1.9E-2 N/A 

AppCode 12 
800G ZR+ 
DWDM 

>27 dB/0.1 nm 
-19 dBm 
OSNR >35 dB 

±10,000 ps/nm 20 ps 1.6E-2 – 1.9E-2 N/A 
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Revision History 
 

Revision Release Date 

V1 14.03.2026 

  Ordering Information 
 

Part No. Data Rate Link Type Distance Connector Temp. 

D.CO168HG.11.yTN 800GbE SM Up to 480 km LC Duplex Standard 

Contact Information 

 

Flexoptix GmbH  

Tel: +49 (0) 6151 62904 - 0 

Fax: +49 (0) 6151 62904 - 99 

Email: info@flexoptix.net 

Address: Mühltalstraße 153 

64297 Darmstadt 

GERMANY 
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